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1.1.1.	  DOSALux UV Disinfection Systems V-8, V-14, V-83, V-140

UV system with touch screen for low to medium capacities with all functions required 
for commercial and private use. Type-tested in accordance with DVGW and ÖNORM.

Product description:
	� DOSALux UV disinfection system V-8, V-14, V-83, V-140 
	� Operating hours counter for UV lamp
	� Wavelength UV radiator ≙ 254 nanometers
	� Fluence (UV radiation dose) ≙ 400 J/m2

	� Guaranteed service life of the lamps: 9000 h (with low switching frequency)
	� 4 inputs for DOSASens sensors with 4 – 20 mA, for additional sensors
	� System status message
	� Floating contacts:

	– Operating signal from the system
	– P1 pre-warning point message
	– P2 shut-off point message

	� Display of the irradiance in W/m²
	� Temperature sensor
	� Analogue outputs for lamp intensity

	– 0 – 10 V
	– 4  – 20 mA

	� Lamp status display
	� Programmable data memory
	� Trend recording
	� Texts provide assistance in the event of an alarm
	� Battery buffering
	� System overview display
	� Languages: German, English, Spanish, French

Areas of application:
	� Drinking water sector of municipal and private water utilities
	� Emergency drinking water supply
	� A/C and cooling water treatment
	� Swimming pool disinfection
	� Food and chemical industry

Scope of supply:
	� DOSALux V-x UV disinfection system including:

	– UV-C sensor
	– Control unit with display
	– Connections for sampling valves, vent and draining
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Ordering data:

Type: Item number: 

V-8 50260100
V-14 50260200
V -83 50260800
V -140 50260500

Options:

Type:  Option: Item number: 

V-8, V-14, V-83, V-140

GSM module/3G modem for remote maintenance, modem for data transmission 51260000
BUS module for Modbus or Profibus 51260010
FlexFlow operating mode (flow control mode) 51260015
FlexRay operating mode (dimming mode) 51260020
Fill level, pressure level probe 0 to 0.4 bar 4 to 20 mA - indication of basin fill level 91260010
Remote maintenance:  visualisation for display on smartphone, tablet, laptop 51260035

Spare parts:

Type: 
 V-8

Item number: 

UV lamp V-80 W / 34 W UVC capacity 90260010
Immersion tube for DOSALux V-8 90260310
UV sensor for DOSALux V 90260100
Masuring window for UV sensor for DOSALux V, MF01 90260110
Ballast for UV lamp V-80 W 90260210
Type: 
 V-14

Item number: 

UV lamp V-200 W short / 65 W UVC capacity 90260030
Immersion tube for DOSALux V-14 90260310
UV sensor for DOSALux V 90260100
Masuring window for UV sensor for DOSALux V, MF02 90260120
Ballast for UV lamp V-200 W / 65 W 90260230
Type: 
 V-83

Item number: 

UV lamp V-284 W short / 95 W UVC capacity 90260050
Immersion tube for DOSALux V-83 90260315
UV sensor for DOSALux V 90260100
Masuring window for DOSALux UV sensor for DOSALux V, MF02 90260120
Ballast for UV lamp V-284 W 90260250
Type: 
 V-140

Item number: 

UV lamp V-400 W / 140 W UVC capacity 90260070
Immersion tube for DOSALux V-140 90260335
DUV sensor for DOSALux V 90260100
Masuring window for UV sensor for DOSALux V, MF01 90260110
Ballast for UV lamp V-400 W 90260250
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Parameters:                                                                    
  Type: V-8: V-14: V-83: V-140:

Flow rate at 80% Tr100: 8,08 m3/h 14,42 m3/h 83.8 m3/h 100 m3/h
Chamber material: 1.4404 1.4301
Operating pressure: 16 bar 10 bar 16 bar
Diameter: 129 mm 168 mm 273 mm
Installation width: 213 mm 351 mm 470 mm 465 mm
Installation height: 1170 mm 1745 mm
Height for lamp exchange: 2200 mm 2150 mm 3320 mm
Filling capacity: 11,2 l 19,3 l 52 l 84 l
Net weight: 8,2 kg 27,0 kg 55,0 kg 96,0 kg
Connections: 1 1/2" FL DN 65 FL DN 100 FL DN 150
Water temperature +1 to +35 °C +1 to +45 °C
Ambient temperature: +5 to +40 °C
Power consumption: 92 W 220 W 890 W 1290 W
Number of lamps: 1 3
Capacity: 80 W 207 W 284 W 400 W
UVC capacity 34 W 65 W 95 W 140 W
Power supply: 230 V/50 Hz
Supply breaker: 13 A 16 A
Internal breaker: 6 A 6/13 A
Protection category: IP 54
Dimensions (controller): 420 x 310 x 150 mm 600 x 800 x 250 mm
Control unit material: Powder-coated steel
Control unit weight: 8,7 kg 14.3 kg 27 kg 28 kg

Connections and dimensions:
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