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1.1.1.	  DOSATec Motorised diaphragm dosing pump D-100

Pump covering a capacity of 53 –  438 l/h.

Product description:
	� Capacity: 53 – 438 l/h
	� Pressure range: 1.5 – 5 bar
	� Max. dosing fluid temperature:

	– PP, PVC: 40 °C
	– Stainless steel AISI 316, 60 °C

	� Seals: FPM (Viton®), EPDM
	� Stroke frequency: 0 – 116 per min.
	� Dosing head, electively: PP, PVC, PVDF, stainless steel AISI 316
	� Valves, electively: PP, PVC, PVDF, stainless steel AISI 316
	� Valve balls: Pyrex®, stainless steel AISI 316
	� Membrane: PTFE
	� Optional frequency converter/control

Areas of application:
	� Constant dosing without a controller.
	� Water treatment, process technology, wastewater treatment.

Scope of supply:
	� DOSATec D-100 Motorised diaphragm dosing pump, with selected options, see codes: 

-11, -12, -13, -16, -23, (optional: gear oil, not included in the scope of delivery)

Subject to technical modifications and printing errors. Images may vary slightly from actual product.
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Technical data:

Type:  
Stroke adjustment Infinitely variable from 0 – 100 %, manual
Standard reduction gear +
Motor rating 0.18 kW
Power supply three phase 230/400 V AC, 50/60* Hz (single phase 230/240 V AC, 50/60 Hz* also available as an option)
Type: Coded with end number 
         (e.g: D-100-70-11)

Pump head: Valve balls: Valve seats:

11 Stainless steel AISI 316 Stainless steel AISI 316 Stainless steel AISI 316
12 PP Pyrex® PP
13 PVC Pyrex® PVC
16 PVC SS 316 PVC
23 PVDF Pyrex® PVDF
Viton® is the registered trademark for DuPont Dow Elastomer.
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Ordering data:

Type:  Dosing capacity: 
l/h

Pressure range: 
bar

Stroke volume: 

ml/stroke

Stroke frequency: 
1/min.

Membrane:

Ø mm

Hose connection: 
inches

Item number:

D-100-70-11

53

5

25.24 35

70 ½

3812000
88 25.29 58 3812001

146 25.35 96 3812002
176 25.29 116 3812003

D-100-70-12

53 25.24 35 3812060
88 25.29 58 3812061

146 25.35 96 3812062
176 25.29 116 3812063

D-100-70-13

53 25.24 35 3812020
88 25.29 58 3812021

146 25.35 96 3812022
176 25.29 116 3812023

D-100-70-16

53 25.24 35 3812040
88 25.29 58 3812041

146 25.35 96 3812042
176 25.29 116 3812043

D-100-70-23

53 25.24 35 3812070
88 25.29 58 3812071

146 25.35 96 3812072
176 25.29 116 3812073

D-100-90-11

81

3

38.57 35

90

¾

3812005
135 38.79 58 3812006
224 38.89 96 3812007
271 38.94 116 3812008

D-100-90-12

81 38.57 35 3812065
135 38.79 58 3812066
224 38.89 96 3812067
271 38.94 116 3812068

D-100-90-13

81 38.57 35 3812025
135 38.79 58 3812026
224 38.89 96 3812027
271 38.94 116 3812028

D-100-90-16

81 38.57 35 3812045
135 38.79 58 3812046
224 38.89 96 3812047
271 38.94 116 3812048

D-100-90-23

81 38.57 35 3812075
135 38.79 58 3812076
224 38.89 96 3812077
271 38.94 116 3812078

D-100-105-11

108

1.5

51.43 35

105

3812010
180 51.72 58 3812011
297 51.56 96 3812012
360 51.72 116 3812013

D-100-105-12

108 51.43 35 3812090
180 51.72 58 3812091
297 51.56 96 3812092
360 51.72 116 3812093

D-100-105-13

108 51.43 35 3812030
180 51.72 58 3812031
297 51.56 96 3812032
360 51.72 116 3812033
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Ordering data:

Type:  Dosing capacity: 
l/h

Pressure range: 
bar

Stroke volume: 

ml/stroke

Stroke frequency: 
1/min.

Membrane:

Ø mm

Hose connection: 
inches

Item number:

D-100-105-16

108

1.5

51.43 35

105 ¾

3812050
180 51.72 58 3812051
297 51.56 96 3812052
360 51.72 116 3812053

D-100-105-23

108 51.43 35 3812080
180 51.72 58 3812081
297 51.56 96 3812082
360 51.72 116 3812083

D-100-120-11

132

1

62.86 35

120 1

3812015
219 62.93 58 3812016
362 62.85 96 3812017
438 62.95 116 3812018

D-100-120-12

132 62.86 35 3812095
219 62.93 58 3812096
362 62.85 96 3812097
438 62.95 116 3812098

D-100-120-13

132 62.86 35 3812035
219 62.93 58 3812036
362 62.85 96 3812037
438 62.95 116 3812038

D-100-120-16

132 62.86 35 3812055
219 62.93 58 3812056
362 62.85 96 3812057
438 62.95 116 3812058

D-100-120-23

132 62.86 35 3812085
219 62.93 58 3812086
362 62.85 96 3812087
438 62.95 116 3812088

Options:

Electrical connection: Item number:
Single-phase 230 V AC, 50 Hz, 0.18 kW 9012452
Single-phase 240 V AC, 50 Hz, 0.18 kW 9012454
Explosion proof ( Exd IIBT4) three-phase 230/400 V AC, 50 Hz, 0.18 kW 9012456
Seals:
2050 Viton® for ½" valves (2 pcs.) 9012801
2050 EPDM for ½" valves (2 pcs.) 9012802
3093 Viton® for 1" valves (2 pcs.) 9012803
3093 EPDM for 1" valves (2 pcs.) 9012805
3062 Viton® for ¾" valves (2 pcs.) 9012804
3062 EPDM for ¾" valves (2 pcs.) 9012806
Frequency converter:
Frequency converter/control 4312000
Oil:
Gear oil 9088001
Viton® is the registered trademark for DuPont Dow Elastomer.
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