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1.1.1.  DOSATec Motorised diaphragm dosing pump D-122

Pump covering a capacity of 257 – 1.400 l/h.

Product description:
 � Pressure range: 0 – 3 bar
 � Max. dosing fluid temperature:

 – PP, PVC: 40 °C
 – Stainless steel AISI 316: 60 °C

 � Seals: Viton®

 � Stroke frequency 0 – 140 per min
 � Dosing head, electively: PP, PVC, PVDF, stainless steel AISI 316
 � Valves, electively: PP, PVC, PVDF, stainless steel AISI 316
 � Valve balls: PTFE, stainless steel AISI 316
 � Membrane: PTFE (coated)
 � Optional frequency converter/control

Areas of application:
 � Constant dosing without a controller.
 � Water treatment, process technology, wastewater treatment.

Scope of supply:
 � DOSAMac D-122 Motorised diaphragm dosing pump, with selected options, see codes: 

 -11, -12, -13, -16, -23, (optional: gear oil, not included in the scope of delivery)
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Technical data:

Type:  
Stroke adjustment Infinitely variable from 0 – 100 %, manual
Standard reduction gear +
Motor rating 0.55 kW, 0.75 kW (D122N-160)
Power supply three phase 230/400 V AC, 50/60* Hz (single phase 230/240 V AC, 50/60 Hz* also available as an option)
Type: Coded with end number 
         (D-122-120-11)

Pump head: Valve balls: Valve seats:

11 Stainless steel AISI 316 Stainless steel AISI 316 Stainless steel AISI 316
12 PP Pyrex® PP
13 PVC Pyrex® PVC
16 PVC SS 316 PVC
23 PVDF Pyrex® PVDF
Viton® is the registered trademark for DuPont Dow Elastomer.
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Ordering data:

Type:  Dosing capacity: 
l/h

Pressure range: 
bar

Stroke volume: 

ml/stroke

Stroke frequency: 
1/min.

Membrane:

Ø mm

Hose connection: 
inches

Item number:

D-122-120-11

257

6

76.48 56

120

1

4212700
445 77.25 96 4212701
532 79.16 112 4212702
650 77.38 140 4212703

D-122-140-11

437

3

130.06 56

140

4212710
755 131.08 96 4212711
864 128.57 112 4212712

1165 138.69 140 4212713

D-122-160-11

527 156.84 56

160 1 ½

4212720
896 155.55 96 4212721

1062 158.03 112 4212722
1330 158.33 140 4212723

D-122-120-12

270

6

80.36 56

120

1

4212730
468 81.25 96 4212731
560 83.33 112 4212732
684 81.43 140 4212733

D-122-140-12

460

3

136.90 56

140

4212740
495 138.02 96 4212741
910 135.42 112 4212742

1175 139.88 140 4212743

D-122-160-12

555 165.18 56

160 1 ½

4212750
943 163.72 96 4212751

1118 166.37 112 4212752
1400 166.67 140 4212753

D-122-120-13

270

6

80.36 56

120

1

4212760
468 81.25 96 4212761
560 83.33 112 4212762
684 81.43 140 4212763

D-122-140-13

460

3

136.90 56

140

4212770
495 138.02 96 4212771
910 135.42 112 4212772

1175 139.88 140 4212773

D-122-160-13

555 165.18 56

160 1 ½

4212780
943 163.72 96 4212781

1118 166.37 112 4212782
1400 166.67 140 4212783

D-122-120-23

270

6

80.36 56

120

1

4212790
468 81.25 96 4212791
560 83.33 112 4212792
684 81.43 140 4212793

D-122-140-23

460

3

136.90 56

140

4212800
495 138.02 96 4212801
910 135.42 112 4212802

1175 139.88 140 4212803

D-122-160-23

555 165.18 56

160 1 ½

4212811
943 163.72 96 4212811

1118 166.37 112 4212812
1400 166.67 140 4212813
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Options:

Electrical connection: Item number:
Single-phase 230V/50Hz for D-122N-120/140, 0,55 kw 9012462
Single-phase 240V/50Hz for D-122N-120/140, 0,55 kw 9012463
Three-phase 220V/60Hz for D-122N-120/140, 0,55 kw 9012464
Single-phase 110V/60Hz for D-122N-120/140, 0,55 kw 9012465
Single-phase 230V/50Hz for D-122N-160, 0,75 kw 9012466
Single-phase 240V/50Hz for D-122N-160, 0,75 kw 9012467
Single-phase 220V/60Hz for D-122N-160, 0,75 kw 9012468
Single-phase 110V/60Hz for D-122N-160, 0,75 kw 9012469
Seals:

Viton® for 1" valves (2 pieces) 9012803
EPDM for 1" valves (2 pieces) 9012805
Frequency converter:
Frequency converter/control 4312015
Frequency converter/control 4312020
Oil:
Gear oil 9088001
Viton® is the registered trademark for DuPont Dow Elastomer.



DOSATec Dosing technology4


