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1.1.1.  DOSATec Motorised diaphragm dosing pump D-50

High dosing accuracy and robust technology with a vertically mounted electric motor.

Product description:
 � Capacity: 4.0 – 49 l/h
 � Pressure range: 10 – 14 bar
 � Max. dosing fluid temperature:

 –  PP, PVC: 40 °C
 –  Stainless steel AISI 316: 60 °C

 � Seals: Viton®, EPDM
 � Stroke frequency: 0 – 116 per min
 � Dosing head, electively: PP, PVC, PVDF, stainless steel AISI 316
 � Valves, electively: PP, PVC, PVDF, stainless steel AISI 316
 � Valve balls: Pyrex®, stainless steel AISI 316
 � Membrane: PTFE
 � Optional frequency converter/control

Areas of application:
 � Constant dosing without a controller.
 � Water treatment, process technology, wastewater treatment.

Scope of supply:
 � DOSATec D-50 Motorised diaphragm dosing pump, with selected options, see codes:  

-11, -12, -13, -16, -23, (optional: gear oil, not included in the scope of delivery)

Subject to technical modifications and printing errors. Images may vary slightly from actual product.
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Technical data:

Type:  
Stroke adjustment Infinitely variable from 0 … 100 %, manual
Standard reduction gear +
Motor rating 0.18 kW
Power supply three phase 230/400 V AC, 50/60* Hz (single phase 230/240 V AC, 50/60 Hz* also available as an option)
Type: Coded with end number 
         (e.g: D-50-30-11)

Pump head: Valve balls: Valve seats:

11 Stainless steel AISI 316 Stainless steel AISI 316 Stainless steel AISI 316
12 PP Pyrex® PP
13 PVC Pyrex® PVC
16 PVC SS 316 PVC
23 PVDF Pyrex® PVDF
Viton® is the registered trademark for DuPont Dow Elastomer.
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Ordering data:

Type:  Dosing capacity: 
l/h

Pressure range: 
bar

Stroke volume: 

ml/stroke

Stroke frequency: 
1/min.

Membrane:
Ø mm

Hose connection: 
inches

Item number:

D-50-30-11

5.0 

14

2.38 35

30

½

4212500
8.0 2.30 58 4212501

14.0 2.43 96 4212502
17.0 2.44 116 4212503

D-50-30-12

5.0 

10

2.38 35 4212550
8.0 2.30 58 4212551

14.0 2.43 96 4212552
17.0 2.44 116 4212553

D-50-30-13

5.0 2.38 35 4212530
8.0 2.30 58 4212531

14.0 2.43 96 4212532
17.0 2.44 116 4212533

D-50-30-16

5.0 2.38 35 4212560
8.0 2.30 58 4212561

14.0 2.43 96 4212562
17.0 2.44 116 4212563

D-50-30-23

5.0 1.90 35 4212570
8.0 2.01 58 4212571

14.0 2.00 96 4212572
17.0 2.01 116 4212573

D-50-50-11

14.0 6.67 35

50

4212510
24.0 6.90 58 4212511
39.0 6.77 96 4212512
49.0 7.04 116 4212513

D-50-50-12

14.0 6.67 35 4212520
24.0 6.90 58 4212521
39.0 6.77 96 4212522
49.0 7.04 116 4212523

D-50-50-13

14.0 6.67 35 4212540
24.0 6.90 58 4212541
39.0 6.77 96 4212542
49.0 7.04 116 4212543

D-50-50-16

14.0 6.67 35 4212580
24.0 6.90 58 4212581
39.0 6.77 96 4212582
49.0 7.04 116 4212583

D-50-50-23

14.0 6.67 35 4212590
24.0 6.90 58 4212591
39.0 6.77 96 4212592
49.0 7.04 116 4212593

Options:

Electrical connection: Item number:
Single-phase 230 V AC, 50 Hz, 0.18 kW 9012452
Single-phase 240 V AC, 50 Hz, 0.18 kW 9012454
Explosion proof ( Exd IIBT4) three-phase 230/400 V AC, 50 Hz, 0.18 kW 9012456
Seals:
EPDM for 1" valves (2 pcs.) 9012802
Viton® for ½" valves (2 pcs.) 9012801
Frequency converter:
Frequency converter/control 4312000
Oil:
Gear oil 9088001


